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Click-in system with minimal distance between the Suspended installation with side profile.

panels and the ceiling.

INSTALLATION TYPE

RANDOM PATTERNS
OF LIGHT
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© The 4 central modules are illumi-
nated

Each ceiling can be different, unique.
Choose from different versions or combine them.

® Made from 60% recycled material
(GR)

e Glare control, high efficiency and
visual comfort
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3 HALOMAX

LIGHTING SOLUTIONS

SONO

PRODUCT SPECIFICATION Sy S s

30000H -20C <19

o CCT O LUMEN OUTPUT O MATERIAL

3000K/4000K/5000K 75-80LM/W THERMOFORMED ACOUSTIC FELT
(Recyclable) .
O CRI O OPERATING VOLTAGE O LIGHT TYPE
Ra90 AC220-240V CcoB
LIGHT MODEL POWER BEAM ANGLE DIMENSIONS
Nej SW*4 24°/36° 596*596*121mm
DIMENSION INSTALLATION MODE

Steet Wire
Son0 PC Celling Joint

Holdr Hook Sono 4030 —
Profle Celing

‘Sono PC Calling Joint
D Profier -

Protle Sono Gellng Suspension |

Sono

sono

|

* Click-in installation * Suspended installation
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ECHO

3 HALOMAX

LIGHTING SOLUTIONS

STANDARD COLOR SERIES

PRODUCT SPECIFICATION 5 .2 B e vew

30000H -20C

o CCcT O LUMEN OUTPUT © MATERIAL
2700K / 3000K / 4000K / 75-80LM/W THERMOFORMED ACQUSTIC FELT
5000K / 6000K
O CRI O OPERATING VOLTAGE O LIGHT TYPE
Ra90 AC220-240V SMD
LIGHT MODEL POWER BEAM ANGLE DIMENSIONS
ECHO 25W Flood 596*596*173mm
DIMENSION MODE
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BLIND PANEL CLASS B LUMINAIRE CLASS B
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VISUAL EFFECT
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